
ATTACHMENT C 
 

MIAMI-DADE COUNTY PUBLIC SCHOOLS 
MOVING AND INSTALLATION OF RELOCATABLE BUILDINGS 

 
TECHNICAL REQUIREMENTS 

 
I. SITE PREPARATION 
 

A. Prior to the start of work, the vendor shall erect safety fencing and perform any 
other safety operations necessary at both sending and receiving sites 
 

II. STAIRS, RAMPS AND APPLICABLE CODES 
 

A. Stairs, ramps, and walkways shall be designed to comply with the latest 
requirements of OSHA, Florida Building Code and adopted codes therein, 
including NFPA 101 (Life Safety Code), the Americans with Disability Act of 
1990, (ADA), Department of Community Affairs Accessibility Requirements 
Manual, (DCAARM), and office of Educational Facilities Children's Accessibility 
Requirements (OEFCAR).  The Design Professional shall use the Accessibility 
Guidelines Requirements prepared by the Florida Department of Education in the 
preparation of Handicapped accessible construction drawings. 

 
B. Concrete stairs and ramps and shall be as manufactured by Leesburg Concrete, or 

equivalent. ramps shall be pre-cast concrete in accordance with the requirements of 
Section V, except that concrete shall be at least 4,500 psi. at 28 days. Fabricate in 
accordance with approved shop drawings, ACI Standard 318, and the Pre-stressed 
Concrete Association Standards. All anchorage and connections shall be made by 
mechanical means, to provide secure fastening when installed yet allow for 
removal and reinstallation when re-locatable buildings are moved. Units shall be at 
least 10 days old prior to shipping. Units damaged during transportation or 
installation shall be rejected and shall immediately be replaced with new units at no 
additional cost to M-DCPS.  

  
C. All ramps shall have poured concrete bottom landings min. 72” in length by 48” in 

width.  
  
D. All stairs shall have poured concrete bottom landings min. 30” in length by 48” in 

width. 
 

III. METAL RAILINGS 
 

A.  Material/construction: 1 11/2” dia., Schedule 40 steel pipe, with smooth bends, all-
welded construction, welds ground smooth, primed and painted after fabrication. 
Provide all anchors, connectors and components for a complete installation. Second 
handrail 1 ¼” in diameter. 
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B. Provide railings and handrails in accordance with all requirements specified herein.  

 
C. Extend handrails horizontally on all exits beyond top and bottom landings as 

required. 
 

D  Handrails: Provide top handrail 34" above ramp surface and second handrail at 
ramps, 26" above ramp surface. Maintain fully graspable surface. Provide infill 
railing on both sides of ramp of 3/4" square tubing at 4” O.C. max. 
 

E. Railings: Picket railing with top and bottom rails on vertical support posts at 5'-0" 
max. spacing. Pickets shall be 3/4" square tubing at 4" O.C.  max., welded to top 
and bottom rails. Railing height shall be 42" above slab at landings surface. 
 

F. Finish: One coat of rust inhibiting primer and two finish coats of approved paint. 


