
UDT  HP OPTION 2 UDT HP OPTION 3 UDT HP OPTION 4 Archangel  (HP) Evolvtec  (Dell) Arey Jones (Dell) Arey Jones (Lenovo)

Description of Proposed Solution Manufacturer/Model Price Description of Proposed 
Solution

Manufacturer/
Model Price Description of 

Proposed Solution
Manufacturer/

Model Price Description of Proposed 
Solution

Manufacturer/
Model Price Description of Proposed Solution Manufacturer/Model Price Description of Proposed 

Solution Manufacturer/Model Price Description of Proposed 
Solution Manufacturer/Model Price Description of Proposed 

Solution Manufacturer/Model Price

Form Factor

Convertible notebook (manufacturers Dell, HP, 
Lenovo) that allows the device to switch 
between laptop, tablet, and tent forms. 
Keyboard remains attached to the device at all 
times.

Convertible

HP Fortis x360 G9 
(Dual Camera 5MP)

$485.45

Convertible

HP 
Probook 
x360 G7  
(Dual 
Camera 
5MP)

$491.20

Convertible

HP Fortis 
x360 G9

$477.45

Convertible

HP 
Probook 
x360 G7

$482.70
HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook supports multi-language 
functions and includes a physical, pick-
resistant, and spill proof keyboard with 
touch pad attached. This keyboard is 
full-size and is able to flip around out 
of the way when in tablet mode. 

Hewlett Packard 
HP ProBook x360 
11 G7 Education 
Edition (3N8T0UT)  
SKU: 
3N8T0UT#ABA

685 Dell Latitude 3120 BTX Dell Latitude 3120 586.92

Dell Latitude 3120 2-in-1

Dell Latitude 3120 2-in-1 591.51

Multi-mode: Laptop, tent, 
stand, and tablet modes 
supported by 360° hinge

Lenovo 500w 
Gen 3

475.1

Keyboard

Multi-language keyboard support. Attached 
physical pick-resistant and spill proof keyboard 
with touch pad. Attached full-size keyboard that 
should be able to flip around out of the way in 
tablet mode.

meets / exceeds requirement
Full-size island-style, spill and pick resistant 
keyboard; Clickpad with multi-touch gesture 
support

meets / exceeds 
requirement
Full-size island-style, spill 
and pick resistant keyboard; 
Clickpad with multi-touch 
gesture support

meets / exceeds 
requirement
Full-size island-style, 
spill and pick resistant 
keyboard; Clickpad with 
multi-touch gesture 
support

meets / exceeds 
requirement
Full-size island-style, spill 
and pick resistant keyboard; 
Clickpad with multi-touch 
gesture support

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook supports multi-language 
functions and includes a physical, pick-
resistant, and spill proof keyboard with 
touch pad attached. This keyboard is 
full-size and is able to flip around out 
of the way when in tablet mode. 

US non-backlit keyboard 
Engineered to endure spills and 
tumbles with rubberized edges 
and rounded corners for minimal 
drop impact, a spill-resistant 
keyboard and captive keys.

Spill and Pick resistent 
keyboard

6-row, spill-resistant, Anti-
pry Key Caps, multi-touch 
touchpad

Processor Intel® Pentium® N6000 Quad Core Processor 
(2M Cache, 1.1 GHz with Turbo up to 3.3 GHz)

meets / exceeds requirement 
HP IDS UMA Intel® Pentium® Silver N6000 (up 
to 3.3 GHz burst frequency, 4 MB L3 cache, 4 
cores)

meets / exceeds 
requirement 
HP IDS UMA Intel® 
Pentium® Silver N6000 (up 
to 3.3 GHz burst frequency, 
4 MB L3 cache, 4 cores)

meets / exceeds 
requirement 
HP IDS UMA Intel® 
Pentium® Silver N6000 
(up to 3.3 GHz burst 
frequency, 4 MB L3 
cache, 4 cores)

meets / exceeds 
requirement 
HP IDS UMA Intel® 
Pentium® Silver N6000 (up 
to 3.3 GHz burst frequency, 
4 MB L3 cache, 4 cores)

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook includes Intel® Pentium® 
Silver N6000 (4C / 4T, 1.1 / 3.3GHz, 
4MB L3) processor Intel® Pentium® N6000 (4 MB 

cache, 4 cores, 4 threads)

Intel Pentium N6000 Quad 
Core Intel Pentium Silver N6000

Memory 8GB DDR RAM meets / exceeds requirement
8GB LPDDR4X- 2933 SDRAM memory

meets / exceeds 
requirement
8GB LPDDR4X- 2933 
SDRAM memory

meets / exceeds 
requirement
8GB LPDDR4X- 2933 
SDRAM memory

meets / exceeds 
requirement
8GB LPDDR4X- 2933 
SDRAM memory

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook includes 8 GB LPDDR4x-
4266 SDRAM (onboard) 8 GB, 2 x 4 GB, LPDDR4, 2933 

MHz, Dual-channe

8GB, 2x4GB, 2933MHz 
LPDDR4, Dual Channel

8 GB LPDDR4X-4266MHz 
(Soldered)

Graphics Intel® UHD Graphics meets / exceeds requirement
Intel® UHD Graphics

meets / exceeds 
requirement
Intel® UHD Graphics

meets / exceeds 
requirement
Intel® UHD Graphics

meets / exceeds 
requirement
Intel® UHD Graphics

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook includes an Intel® UHD 
Graphics card

Graphics Card Intel Pentium 
N6000 QC CPU + 8 GB memory, 
Support Type C

Intel® HD Graphics Intel UHD Graphics

Storage 128GB SSD (eMMC not accepted) meets / exceeds requirement 
128GB PCIe NVMe Value Solid State Drive

meets / exceeds 
requirement 
128GB PCIe NVMe Value 
Solid State Drive

meets / exceeds 
requirement 
128GB PCIe NVMe 
Value Solid State Drive

meets / exceeds 
requirement 
128GB PCIe NVMe Value 
Solid State Drive

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook includes 256 GB PCIe® 
NVMeTM SSD 128 GB, M.2, PCIe NVMe, SSD, 

Class 35

M.2 128GB PCIe NVMe 
Class 35 Solid State Drive

128 GB SSD M.2 2242 
PCIe TLC

Weight 3.5 lbs or less meets / exceeds requirement  3.24lb meets / exceeds 
requirement  3.16lb

meets / exceeds 
requirement  3.24lb

meets / exceeds 
requirement  3.16lb

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook weighs 3.15 lb

Weight: 3.12 lb (1.42 kg)

Starting weight: 3.12lbs 2.93 lbs

WiFi

IEEE 802.11ax Dual-band 2x2 "high efficiency" 
WIFI 6. Wifi unabled and must meet the 
Institute of Electrical and Electronics Engineers 
(IEEE) 802.11 set of standards for 
implementing WLAN communications

meets / exceeds requirement 
Intel Wi-Fi 6 AX201 ax 2x2 MU-MIMO nvP 
160MHz +Bluetooth 5 WW with 2 Antennas

meets / exceeds 
requirement 
Intel Wi-Fi 6 AX201 ax 2x2 
MU-MIMO nvP 160MHz 
+Bluetooth 5 WW with 2 
Antennas

meets / exceeds 
requirement 
Intel Wi-Fi 6 AX201 ax 
2x2 MU-MIMO nvP 
160MHz +Bluetooth 5 
WW with 2 Antennas

meets / exceeds 
requirement 
Intel Wi-Fi 6 AX201 ax 2x2 
MU-MIMO nvP 160MHz 
+Bluetooth 5 WW with 2 
Antennas

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook features Intel® AX201 Wi-
Fi 6 (2x2) wireless connectivity. 
Device is suitable for IEEE 802.11ax 
Dual-band 2x2 "high efficiency" WIFI 
6 wifi unabled and meets the Institute 
of Electrical and Electronics 
Engineers (IEEE) 802.11 set of 
standards for implementing WLAN 
communications. Intel® Dual Band Wireless AC 

9560 (802.11ac) 2x2 + Bluetooth 
5.1, WiFi 6.

Intel Wi-Fi 6 AX201 2x2 
11ax 160MHx Intel Wi-Fi 6 AX201 2x2 AX

Video Mirroring Video mirroring must be supported meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook supports video mirroring

Video Mirroring Yes Yes

Bluetooth MU-MIMO Bluetooth 5.0 or newer meets / exceeds requirement 
Bluetooth 5 WW with 2 Antennas

meets / exceeds 
requirement 
Bluetooth 5 WW with 2 
Antennas

meets / exceeds 
requirement 
Bluetooth 5 WW with 2 
Antennas

meets / exceeds 
requirement 
Bluetooth 5 WW with 2 
Antennas

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook is equipped with Bluetooth® 
5

Bluetooth 5.1

Bluetooth 5.1 Bluetooth 5.0

Operating 
System (OS)

Windows 10 Education/Device; must be 
Windows 11 upgradeable. meets / exceeds requirement meets / exceeds 

requirement
meets / exceeds 
requirement

meets / exceeds 
requirement

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook is euipped with Windows 10 
pro 64 and is Windows 11 
upgradeable.

Windows 10 Education/Device; 
Windows 11 upgradeable.

Windows 10 Pro 64 bit Nat'l 
Aca Std. Windows 11 Pro 64

Energy Star ENERGY STAR® certified, EPEAT® Gold 
registered meets / exceeds requirement meets / exceeds 

requirement
meets / exceeds 
requirement

meets / exceeds 
requirement

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook is certified by: Energy star, 
EPEAT Gold, RoHS, FCC 
Compliance, BSMI, CCC, and CB ENERGY STAR® 8.0 qualified 

Compliant

EPEAT 2018 Registered 
(Gold) ENERGY STAR® 8.0

Webcam
5.0 MP front-facing camera capable of 
capturing/recording images and video at 720p 
or better

meets / exceeds requirement 
Dual Camera 5MP Built-in user-facing 720p HD 
webcam with microphone - 

meets / exceeds 
requirement  Dual Camera 
5MP Built-in user-facing 
720p HD webcam with 
microphone - 

meets / exceeds 
requirement Built-in user-
facing 720p HD 
webcam with 
microphone - second 
camera available.

meets / exceeds 
requirement Built-in user-
facing 720p HD webcam 
with microphone - second 
camera available.

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook includes built-in 13.0 MP 
front-facing camera capable of 
capturing and recording images and 
video at 720p. 

World-Facing camera, 5 MP, 
single-integrated microphone, 
2-in-1 only

Integrated webcam with 
microphone

Front 720p, with privacy 
shutter, fixed focus

Rechargeable 
Battery

8-hour battery capacity that will allow the device 
to be used throughout a standard school day 
with the wireless antenna activated without 
being recharged

meets / exceeds requirement
Long Life 42Whr Fast Charge 3 cell Battery

meets / exceeds 
requirement
Long Life 42Whr Fast 
Charge 3 cell Battery

meets / exceeds 
requirement
Long Life 42Whr Fast 
Charge 3 cell Battery

meets / exceeds 
requirement
Long Life 42Whr Fast 
Charge 3 cell Battery

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook has 10-hour battery capacity 
that allows the device to be used 
throughout a standard school day with 
the wireless antenna activated without 
the need to recharge. Uninterrupted lessons with 

up to 10 hours of battery life. 

4 Cell 53WHR 
ExpressCharge Battery

Integrated Li-Polymer 
47Wh battery, 9.7 hr

Display 

11.6-inch diagonal multi-touch capacitive touch 
display capable of operating with the attached 
keyboard -1366 x 768 minimum resolution or 
better. Corning® Gorilla® Glass 3

meets / exceeds requirement 
11.6 inch BV HD (1366x768) LED SVA 250 
wHDC Touchscreen slm LCD Panel

meets / exceeds 
requirement 
11.6 inch BV HD 
(1366x768) LED SVA 250 
wHDC Touchscreen slm 
LCD Panel

meets / exceeds 
requirement 
11.6 inch BV HD 
(1366x768) LED SVA 
250 wHDC 
Touchscreen slm LCD 
Panel

meets / exceeds 
requirement 
11.6 inch BV HD (1366x768) 
LED SVA 250 wHDC 
Touchscreen slm LCD Panel

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook display is 11.6" diagonal, 
HD (1366 x 768), touch, anti-glare, 
220 nits, 45% NTSC

2-in-1, 11.6" HD 1366 x 768 
Touch with Dragontrail 
Pro,WVA Camera & 
Microphone

2-in-1, 11.6" HD 1366 x 768 
Touch with Dragontrail Pro, 
WVA Camera & Microphone

11.6" HD (1366x768) Multi-
touch IPS 250 nits Glossy, 
anti-fingerprint Corning 
Gorilla Glass

Speaker Built-in mono-speaker (2w) meets / exceeds requirementD audio, dual 
speakers, dual array microphones

meets / exceeds 
requirementD audio, dual 
speakers, dual array 
microphones

meets / exceeds 
requirementD audio, 
dual speakers, dual 
array microphones

meets / exceeds 
requirementD audio, dual 
speakers, dual array 
microphones

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook laptop features a built-in 2w 
mono speaker.

Realtek® ALC3246-HDA, High 
Definition Audio

High Quality Speakers Stereo speakers, 2W x2

Ports

At minimum, the device must include the 
following:
• 2 USB 3.0
• 1 HDMI
• 1 3.5-mm stereo headphone
• 1 USB-C (if a USB-C must be used to power 
the device, a second USB-C port must be 
available)

meets / exceeds requirement 2 SuperSpeed 
USB Type-A 5Gbps signaling rate; 1 
SuperSpeed USB Type-C® 5Gbps signaling 
rate (USB Power Delivery, Alt-mode 
DisplayPort™ 1.2); 1 RJ-45; 1 
headphone/microphone combo; 1 HDMI 1.4b; 1 
AC power

BIOS Update via 
Network; Master Boot 
Record Security; HP 
BIOSphere Gen6; 
Hardware Root of Trust

Absolute persistence 
module; HP DriveLock 
and Automatic 
DriveLock; HP 
Secure Erase; HP 
Sure Sense; BIOS 
Update via Network; 
HP BIOSphere Gen6; 
TPM 2.0 embedded 
security chip 

BIOS Update via Network; 
Master Boot Record 
Security; HP BIOSphere 
Gen6; Hardware Root of 
Trust

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook features 2 SuperSpeed 
USB Type-A 5Gbps signaling rate; 1 
SuperSpeed USB Type-C® 5Gbps 
signaling rate (USB Power Delivery, 
Alt-mode DisplayPortTM 1.2); 1 RJ-
45; 1 headphone/microphone combo; 
1 HDMI 2.0a; 1 AC power 

2 USB 3.2 Gen 1 (1 with 
PowerShare), 1 USB Type-C™ 
(Pentium only), 1 Headset 
(headphone and microphone 
combo) port, 1 HDMI 1.4 port

2 USB 3.2 Gen 1
1 HDMI
1 Headset/mic combo jack
1 USB Type-C

1x USB 3.2 Gen 1
1x USB 3.2 Gen 1 (Always 
On)
1x USB-C 3.2 Gen 1 
(support data transfer, 
Power Delivery 3.0, and 
DisplayPort™ 1.2)
1x HDMI 1.4b
1x Card reader
1x Headphone / 
microphone combo jack

Microphone Built-in microphone meets / exceeds requirement

2 SuperSpeed USB Type-
A 5Gbps signaling rate; 1 
SuperSpeed USB Type-
C® 5Gbps signaling rate 
(USB Power Delivery, Alt-
mode DisplayPort™ 1.2); 
1 RJ-45; 1 
headphone/microphone 
combo; 1 HDMI 1.4b; 1 
AC power

meets / exceeds 
requirement 2 
SuperSpeed USB Type-
A 5Gbps signaling rate; 
1 SuperSpeed USB 
Type-C® 5Gbps 
signaling rate (USB 
Power Delivery, Alt-
mode DisplayPort™ 
1.2); 1 RJ-45; 1 
headphone/microphone 
combo; 1 HDMI 1 4b; 1

2 SuperSpeed USB Type-
A 5Gbps signaling rate; 1 
SuperSpeed USB Type-
C® 5Gbps signaling rate 
(USB Power Delivery, Alt-
mode DisplayPort™ 1.2); 
1 RJ-45; 1 
headphone/microphone 
combo; 1 HDMI 1.4b; 1 
AC power

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook includes built-in 
microphone.

WVA Camera & Microphone

Integrated microphone Single microphone

Warranty 5-Year Device Warranty/3-Year Battery 
Warranty meets / exceeds requirement meets / exceeds 

requirement
meets / exceeds 
requirement

meets / exceeds 
requirement

Archangel includes manufactuerers' 
warranties for all devices, as well as 
Accidental Damage Protection, depot 
and, battery warranties for 3/5 year 
coverage. The device comes with a 
standard 3-year international warranty, 
with the option to extend to the 
expected length of use time.

5-Year Device Warranty/3-Year 
Battery Warranty

5-Year Device Warranty/3-
Year Battery Warranty

5-Year Device Warranty/3-
Year Battery Warranty

Power Adapter AC power adapter and appropriate 
interface/power cable (minimum 5 ft. length) meets / exceeds requirement meets / exceeds 

requirement
meets / exceeds 
requirement

meets / exceeds 
requirement

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook bundle includes HP Smart 
45 W External AC power adapter; 
compatible extensions can be 
provided by Archangel if required. 65W 7.4mm barrel AC Adapter, 3-

pin

65 Type-C EPEAT Adapter 45W USB-C (3-pin) AC 
adapter

BID SUMMARY SPREADSHEET NAME OF BIDDER:
(UDT)  (HP OPTION 1

ITB-21-017-DP Student Laptops
Provide a detailed description of the proposed solution below. The device must meet or exceed M-DCPS Minimum Specifications.

M-DCPS Minimum Specifications - Laptops



Printing Must have printing capability meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook is capable of printing most 
file formats and is compatible with 
most printers via bluetooth or direct 
wire connection. 

Printing Yes Yes

Accessibility
Meets ADA/Section 508 accessibility standards 
(The published guidelines may be found at 
http://section508.gov)

meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

HP ProBook x360 11 G7 EE 11.6" 
Touchscreen Convertible 2 in 1 
Notebook meets ADA; Section 508 
accessibility standards. 

Meets ADA/Section 508 
accessibility standards Yes Yes

Ruggedized 
Case or 
Protective 
Cover

Ruggedized Case or protective cover that is, at 
a minimum, capable of providing protection for 
the device sustaining a four-foot drop. Drop test 
should be performed in accordance with MIL-
STD-810G.6 Procedure IV and in accordance 
with MIL-STD-810G, Method 516.6 Procedure 
I.

meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

Archangel will provide Max, iPearl, or 
similar cases. These cases are 
ruggedized, and can protect against 
dropage from at least 4 feet high. Max 
and iPearl cases pass the MIL-STD-
810G.6 Procedure IV test and they 
are in accordance with MIL-STD-
810G, Method 516.6 Procedure I. 

Droptech case. Passed 5 foot 
drop test. performed in 
accordance with MIL-STD-810G.6 
Procedure IV and in accordance 
with MIL-STD-810G, Method 
516.6 Procedure I.

The Bump Armor Ninja Cart 
Case meets the Minimum 
Specifications. It passes the 
Military Drop Tests and 
provides superior crush 
protection and shock 
absorption than a snap-on 
thanks to its molded EVA 
foam and reinforced 
perimeter binding. The top 

Max Cases Extreme Shell-
L, custom fit, Impact-
absorbing TPU bumpers 
and corners - passes 
required MIL-STD 810G 
multiple 4-foot drop test 
procedures, Overhang 
design protects top and 
bottom corners when 
device is closed, Clear, 

Etching

Laser etching of district logo and other 
information as specified by the district.  
Content, size, and location of etching will be 
determined by the District. Ability to etch at 
least 2000 devices daily.

meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

Archangel owns and operates a Laser 
Etching System - in house - capable of 
etching over 2000 devices per day to 
the desired specifications of the 
district, including customized logos.

Etching of district logo. Included Included

Asset Tagging

Affix 2” x 1” polyester tags asset tags on all 
devices. Minimally the serial number in text, 
serial numb Code-128, image type 
(Student/Teacher), and any other information as 
specified by the District. Format, including font 
and font size, must be approved by District. 
Asset tag must be resistant to water, scratches, 
fading, heat, tearing, abrasion, and stretch.
Asset tag must be scannable by bar code 
scanners and phones

meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

Archangel is capable of providing 
asset tags that are customizable to 
any desired specifications of the 
District. Asset tags are scannable by 
bar code scanners and phones, and 
that are resistant to water, scratches, 
fading, heat, tearing, abrasion, and 
stretching.

Asset Tagging Included Included

Imaging/
Configuration

Enroll devices to Windows Autopilot with 
custom profile in District’s Azure tenant.Set 
UEFI configurations and password as specified 
by District. Be able to enroll and verify 
completion of provisioning process for 2000 
devices daily

meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

Archangel employs an in-house team 
of imaging and configuration 
technicians/specialists who are well 
capable of enrolling, and verifying 
completion of provisioning processes 
for over 2000 devices per day

Devices enrolled to Windows 
Autopilot, Set UEFI as specified 
by District. 

Included Included

Documentation

Provide file of devices to the District in 
specified format or template including serial 
number, model, assigned location number, 
designated program, and other information as 
determined by the District within 48 hours of 
delivery.

meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

Archangel employs a team of account 
managers whose role includes 
working together with government 
entities, such as school districts, in 
documenting all information requested 
in the desired formatting of the 
collaborating entity. All documentation 
and information will be made available 
to the District within 48 hours of

Inventory and assest deployment 
and report. Included Included

Warranty 
Repairs

Provide 2 day response time to repair request.  
Have a local repair center in Miami-Dade, 
Broward, or Palm Beach County,  Verify that 
devices are provisioned properly prior to device 
return to district. Work with OEM on proactive 
issues and trends 

meets / exceeds requirement meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

Archangel is located in North Miami 
Beach, Florida. Our 3 lot warehouse 
facility includes an in-house a team of 
repair technicians and specialists who 
conduct all warranty repairs. Archangel 
assures that responses will be given in 
2 business days or less from the time 
the repair request is submitted. 
Archangel maintains a proprietary 
databse and website, which features a 
client portal/login which provides 
clients the ability to easily and 
seamlessly request repairs and 

We are fully Dell authorized to 
perform warranty services. Included Included

OTHER SECURITY

Absolute persistence module; HP 
DriveLock and Automatic DriveLock; HP 
Secure Erase; HP Sure Sense; BIOS 
Update via Network; HP BIOSphere Gen6; 
TPM 2.0 embedded security chip (Common 
Criteria EAL4+ and FIPS 140-2 Level 2 
Certified); HP Sure Start Gen7; HP Wake 

meets / exceeds 
requirement

meets / exceeds 
requirement

meets / exceeds 
requirement

UDT  HP OPTION 1 UDT HP OPTION 2 UDT HP OPTION 3 UDT HP OPTION 3
ARCHANGEL Evolvtec Arey Jones Dell Arey Jones Lenovo

Full Replacement $442.46 $448.41 $434.46 $439.71 $837.00 586.92 560.70$           430.05$           
Screen $536.81 $524.61 $524.61 $524.61 $402.00 221.12 225.89$            274.22$            
Base Enclosure $121.14 $121.14 $121.14 $121.14 $62.00 30.36 73.64$              86.19$              
Hinge part of the screen $536.81 $524.61 $524.61 $524.61 $100.00 27.36 71.33$              76.09$              
Port part of the motherboard $522.78 $516.16 $516.16 $516.16 $67.00 5.25 53.69$              73.48$              
Keyboard $138.03 $138.03 $138.03 $138.03 $318.00 57.9 95.69$              111.32$            
Battery $147.30 $147.30 $147.30 $147.30 $109.00 105.29 133.49$            105.82$            
Power adapter $95.04 $95.04 $95.04 $95.04 $57.00 41.3 82.88$              75.21$              
Asset Tagging $0.75 $0.75 $0.75 $0.75 $2.00 5 1.00$                 1.00$                 
Etching $2.09 $2.09 $2.09 $2.09 $3.00 10 5.00$                 5.00$                 

UDT-HP OPTION 1 UDT-HP OPTION 2 UDT HP OPTION 3 UDT HP OPTION 3 ARCHANGEL HP EVOLVTEC DELL AREY JONES 
DELL AREY JONES -Lenovo

Description of Proposed Solution Manufacturer/Model Price Manufacturer/
Model Price Manufacturer/

Model Price Manufacturer/
Model Price Description of Proposed Solution Manufacturer/Model Price Description of Proposed 

Solution Manufacturer/Model Price Description of Proposed 
Solution Manufacturer/Model Price Description of Proposed 

Solution Manufacturer/Model Price

Storage CapacityMust house and secure 30 convertible 
notebooks with 11.6" displays Connect30 holds 30 devices Spectrum/Connect 30 $1,037.94 Spectrum/C

onnect 30 $1,037.94 Spectrum/C
onnect 30 $1,037.94 Spectrum/C

onnect 30 $1,037.94 
AC-LITE-PW45 is capable of housing 
and securing 30 convertible 
notebooks with 11.6" displays

Anywhere Cart AC-
LITE-PW45 1379 Yes, our AC Go 16 cabinet AC-GO Anywhere 

Cart 1227.15 30 Unit
Anywhere Cart AC-LITE 
SMART 895 30 Unit

Anywhere Cart AC-
LITE SMART 895

External 
Construction

Welded solid steel frame, must be 12-18 
gauge steel.

Cart is constructed primarily of 16 Gauge Steel. 
Dividers and Quickbrick trays are constructed of 
high density ABS Plastic 

AC-LITE-PW45 features a 12 gauge 
welded steel frame fully metal design

Yes 12 gage steel construction. With 
built in lock Full Metal Construction Full Metal Construction

Shelving Must be 20 gauge steel or thicker Space saving Vertical Storage AC-LITE-PW45 features 20 gauge Yes 12 gauge steel thicke Thicker, 10-12 gauge Thicker, 10-12 gauge 

Device Spacing

Shelves must provide at least 1.25” or more in 
spacing, to accommodate current District 
issued student laptops and tablets with 
keyboards.

Durable ABS plastic dividers protect devices 
from scratching (dividers are removable to 
provide storage of thicker devices)

AC-LITE-PW45 features 1.18" shelf 
spacing, and can accommodate 
District issued student laptops and 
tablets with keyboards

Shelves must provide at least 1.25” or 
more in spacing, to accommodate 
current District issued student laptops 
and tablets with keyboards (typical 12-
13” screen size) 

Divider Spacing 1.43” Divider Spacing 1.43”

Internal Materials
Shock absorbing ABS Plastic or Nylon shelf 
divider system to prevent wear and tear on 
devices

Durable ABS plastic dividers protect devices 
from scratching (dividers are removable to 
provide storage of thicker devices)

While the AC-LITE does not come 
equipped with a nylon or plastic shelf 
divider system. However, a solution 
such as foam implant retrofitting can 
be provided by Archangel

Yes plastic plastic nylon plastic nylon

External 
Dimensions

Cart width must not exceed 30” to fit through all 
classroom doors and cart footprint should be 
as small as possible to take up less space in 

Cart footprint is 26" x 24" x 38.847" H
External dimensions for AC-LITE-
PW45: Width: 24.3 ″; Depth: 25.2″; 
Height: 44.8″

Yes, 25 inch wide 24.2″ W / 25.2″ D / 44.8″ H 24.2″ W / 25.2″ D / 44.8″ H

Security

Must have lockable doors and must include 
everything needed to secure equipment, either 
through a metal hasp and padlock, and/or 
keyed 
locking handles; ideally with multi-point security 
(2 or 3 bolt locking system). If a padlock (keyed 
or combination) is required, it must be 

Two Point keyed lock and 16 guage steel doors 
privide security. Hasp locks provide an 
additional level of security and the abilty to use 
padlocks of choice, or to secure unit to that wall. 

AC-LITE-PW45 is equipped with a 3-
point locking door with a padlock loop

Built in lock at the top of the cabinet 
and pad lock for the doors. Keyed Door Lock Latch Keyed Door Lock Latch

Casters

5" minimum height from floor. Have oversized 
(4”-6" height and at least 1" width) industrial 
grade balloon (solid rubber) tires with metal 
construction swivel castors capable of 

�supporting 250+ lb. each). Non marring rubber 
casters must provide easy rolling, quiet 
transport and be fully lockable

Four inboard 5" balloon wheel plate casters 
(two locking and two non locking)  with metal 
construction and non-marring rubber provide 
easy rolling and quiet transport (rated at 300 lb 
each)

AC-LITE-PW45 casters are 4", swivel, 
multi direcitonal, and lockable

Yes  it meets the heigh requirement 
about 5 to 6 inches 

4” Swivel / Directional / Lock 
Casters

4” Swivel / Directional / Lock 
Casters

Paint Scratch resistant powder coat paint.
Durable powder coated steel chassis provides 
a long lasting finish. Color is Warm Grey with a 
Black top as shown in image.

AC-LITE-PW45 paint is scratch 
resistant

Powder coat paint applied powder coat pain powder coat pain

Power 
Management

Must work with a standard 15 Amp electrical
circuit. Smart power management system that 
prevents circuit tripping and protects devices by 
charging "round robin" style and is current 
sensing (able to determine the charging needs 
of the connected devices)

The Intuitive Power Prodigy charging system 
senses current from two, 18-Outlet power units 
and distributes power (up to 10A) to the last-
charged devices first (where charging is 
needed most)

AC-LITE-PW45 features a smart 
power management system which 
proivides protection against tripping, 
and senses the power needs of 
devices

Yes 15 amp electrical. Smart Charge Smart Charge

Cable Manageme
Provide power adapter cord management 
system through both front and back of cart as 
needed

Large wire trays on power side provide 
convinent power adapter and wiring storage. 
Superior all metal overhead cord management

AC-LITE-PW45 comes pre-wired in 
an easy to use and organized fashion

Yes, offers a cable management 
Integrated cable 
management, removable 
AC adapter baskets

Integrated cable 
management, removable 
AC adapter baskets

Assembly Must arrive fully assembled to sites.
Cart ships fully assembled for quick, simple 
integration and deployment. External power 
cord and auxillary must be placed through 

AC-LITE-PW45 will arrive fully 
assembled, ready for use right out of 
the box

Yes Ships Fully Assembled Ships Fully Assembled

Access Full-access double doors in the front for the 
user, and in the rear for the IT Administrator.

Dual Doors in front and back of cart 
provide easy access while reducing space 
necessary for swing radius

AC-LITE-PW45 features full-access 
double doors in the front for the user, 
and in the rear for the IT Administrator

Yes front door with side door for 
IT. 

Front Keyed Door Lock 
Latch, Removable Back 
Panel

Front Keyed Door Lock 
Latch, Removable Back 
Panel

Safety

Must adhere to UL's 10-degree tip threshold. 
Must confirm to common electrical and general 
safety standards (e.g. UL 60950, 1678, 1667, 
498, etc.)

The FULL cart is UL60950-1  certified for both 
electrical and tip.  Labeling provide on the 
outside as well internally on each power strip. 
See document showing all labels

AC-LITE-PW45 is UL Listed and 
compliant with the mentioned safety 
standards

Yes, UL listed UL Certification 60950-1 UL Certification 60950-1

Miscellaneous

Clear (mostly unobstructed) top work surface to 
accommodate peripherals such as printers or 
other devices. Cart must also provide 
ventilation vents to ensure devices don’t 
overheat while charging in cart.

Cart provides an unobstructed work 
surface for peripheral devices such as 
printers or instructor device. Further, two 
auxillary power outlets (always on) are 
rated at 1A to safely run peripherals, 
including printers (1 internal and 1 
external). Ventilated doors and side panels 
keep chargers and devices, preventing 
overheating, and extedning device life. 

AC-LITE-PW45 features a top work 
surface that can accommodate 
peripherals such as printers or other 
devices.AC-LITE-PW45 also has 
ventilation vents

Yes, top load flat surface with 
ventilation

top flat surface, and 
ventilation vents 

top flat surface, and 
ventilation vents 

Warranty
5 Year on Electronics. 10 Year on Cart (Metal
and Structural components), Warranty is onsite 
and include all parts & labor

Cart warranty is for 10 years (cart) and 5 
years (electrical)

AC-LITE-PW45 comes with 5 year 
electronic and 10 year cart warranties 
included from the manufacturer

5 year electrical life time frame 
work

Frame: Lifetime Warranty
Electronics: 5 Year Warranty

Frame: Lifetime Warranty
Electronics: 5 Year 
Warranty

Cabling Carts must cabled with devices per District AC-LITE-PW45 comes pre-wired in Yes Included Included
Delivery Provider must be able to deliver up to 60 wired Archangel is capable of delivering well Yes Included Included

Documentation

Provide file of carts delivered to the District in 
specified format or template including serial 
number, model, assigned location number, 
designated program, and other information as 
determined by the District within 48 hours of 
delivery Provide complete Proof of Delivery

Confirmed

Archangel employs a team of account 
managers whose role includes 
working together with government 
entities, such as school districts, in 
documenting all information requested 
in the desired formatting of the

Yes Included Included

UDT UDT-HP OPTION 1 UDT-HP OPTION 2 UDT HP OPTION 3 UDT HP OPTION 3 ARCHANGEL EVOLVTEC AREY JONES 
DELL AREY JONES Lenovo

Description of Proposed Solution Manufacturer/Model Price Manufacturer/
Model Price Manufacturer/

Model Price Manufacturer/
Model Price Description of Proposed Solution Manufacturer/Model Price Description of Proposed 

Solution Manufacturer/Model Price Description of Proposed 
Solution Manufacturer/Model Price Description of Proposed 

Solution Manufacturer/Model PriceM-DCPS Minimum Specifications - Lockers

Confirmed

Non-Warranty 
Repairs

M-DCPS Minimum Specifications - Carts



Storage 
Capacity

Must house and secure 10-12 convertible 
notebooks with 11.6" displays Connect 10 holds 10 devices Spectrum/Connect 10 $411.19 Spectrum/Con

nect 10 $411.19 Spectrum/Con
nect 10 $411.19 Spectrum/Con

nect 10 $411.19 AC-COMP-16 fits 16 devices Anywhere Cart AC-
COMP-16 1779 Yes, our AC Go 16 cabinet AC-GO Anywhere 

Cart 823.5 16 Unit Anywhere Cart AC-COMP-16 380.95 16 Unit Anywhere Cart AC-
COMP-16 380.95

Form Locker must fit on a countertop meetss or exceeds requirement AC-COMP-16 is designed to fit on a 
countertop

Yes 12 gage steel construction. With built in 
lock Desk or Wall Mountable Desk or Wall Mountable

External 
Construction

Must be constructed of steel or similar durable 
metal that prevents exterior access to the 
contents without opening doors (no removable 
panels)

Cart is constructed primarily of 16 Gauge Steel. 
Dividers and Quickbrick trays are constructed of 
high density ABS Plastic 

AC-COMP-16 external construction is 
100% metal

Yes 12 gauge steel thicker Full Metal Construction Full Metal Construction

Device Spacing

Shelves must provide at least 1.25” or more in 
spacing, to accommodate current District 
issued student laptops and tablets with 
keyboards.

Space saving Vertical Storage
Internal Bay Demensions: 1.25”W  x 14.39"D x 
10.122"H  

AC-COMP-16 features more than 
enough shelf spacing to accomodate 
for district issued laptops and 
accessories

Shelves must provide at least 1.25” or more 
in spacing, to accommodate current District 
issued student laptops and tablets with 
keyboards (typical 12-13” screen size) 

Divider Spacing 1”, with 
removable dividers to fit 
larger devices

Divider Spacing 1”, with 
removable dividers to fit 
larger devices

Internal 
Materials

Shock absorbing ABS Plastic or Nylon shelf 
divider system to prevent wear and tear on 
devices

Durable ABS plastic dividers protect devices 
from scratching (dividers are removable to 
provide storage of thicker devices)

While the AC-COMP-16 does not 
come equipped with a nylon or plastic 
shelf divider system, a solution such 
as foam implant retrofitting can be 
provided by Archangel

Yes plastic plastic nylon plastic nylon 

External 
Dimensions Unit width must not exceed 28” Cart footprint is 14.08" x 16.61" x 18.875" H AC-COMP-16 external dimensions: 

Height: 14.5; Width: 24"; Depth: 16.5"
Yes, 25 inch wide  24.0″ W / 16.5″ D / 14.5″ H 24.0″ W / 16.5″ D / 14.5″ H

Security

Must have lockable doors and must include 
everything needed to secure equipment, either 
through a metal hasp and padlock, and/or 
keyed locking handles; ideally with multi-point 
security (2 or 3 bolt locking system). If a 
padlock (keyed or combination) is required, it 
must be included The unit must have an

Single point keyed lock and 16 guage steel 
door privide security. Hasp locks provide an 
additional level of security and the abilty to use 
padlocks of choice, or to secure unit to that wall. 

AC-COMP-16 includes a padlock loop 
security system, and comes with locks

Built in lock at the top of the cabinet and 
pad lock for the doors.

Center Divider with Padlock 
Loop

Center Divider with Padlock 
Loop

Power 
Management

Must work with a standard 15 Amp electrical 
circuit.

Comes with 10-Outlet, surge surpressed power 
strip. Works wil standard 15 Amp electrical 
circuit. 

The AC-COMP-16 has been 
engineered to charge all connected 
devices from a single 15 A AC circuit.

Yes 15 amp electrical.  Yes Yes

Cable 
Management

Provide power adapter cord management 
system through as needed.

Power Drawerprovides easy access to 
electrical power while keeping line voltage 
wiring and cords away from students. 

AC-COMP-16 features 2 AC outlets, 
up to 100 W power adapter, and 2 
USB charging ports, up to 2.4 A each.

Yes, offers a cable management  Cable Management Cable Management

Assembly Must arrive fully assembled and wired to sites. confirmed

AC-COMP-16 units will arrive fully
assembled and will be ready for use 
after simply connecting the main cable 
to a power source

Yes Ships Fully Assembled Ships Fully Assembled

Access Full-access  doors in the front for the user. confirmed AC-COMP-16 features full-access 
front doors for easy user accessibility Yes Full Access Full Access

Safety

Electrical components must be UL listed.  
Power strip must provide surge protection 2850 
joules with LED "protected" indicator, ON / OFF 
reset switch (non-lighted), and resettable 15A 
circuit breaker.

Certified for both electrical and tip.  Labeling 
provide on the outside as well internally on each 
power strip. See document showing all labels

AC-COMP-16 electrical components 
are UL listed. Power strips provide 
surge protection for 2850 joules with 
LED "protected" indicator, and feature 
an ON / OFF reset switch (non-
lighted), and resettable 15A circuit 
breaker

Yes LED touch screen that 
shows on or off

LED touch screen that 
shows on or off

Miscellaneous
Cart must also provide ventilation vents to 
ensure devices don’t overheat while charging in 
cart.

AC-COMP-16 features ventilation 
vents that ensure devices don’t 
overheat while charging in cart

Yes Vented Sides For Heat 
Dissipation

Vented Sides For Heat 
Dissipation

Warranty
5 Year on Electronics. 10 Year on Cart (Metal 
and Structural components), Warranty is onsite 
and include all parts & labor.

Cart warranty is for 10 years (cart) and 5 years (electrical)

AC-COMP-16 features a lifetime 
warranty for metal and structural 
components, and 5 year warranty on 
electronics

5 year electrical life time frame work Frame: Lifetime Warranty
Electronics: 5 Year Warranty

Frame: Lifetime Warranty
Electronics: 5 Year 
Warranty

Cabling Lockers must cabled with devices per District 
specifications. confirmed

AC-COMP-16 will be cabled with 
devices according to any District 
specificaitons 

Yes Included Included

Delivery Provider must be able to deliver up to 50 wired 
lockers daily confirmed Archangel will deliver as many wired

lockers daily as is necessary Yes Included Included

Documentation

Provide file of lockers delivered to the District in 
specified format or template including serial 
number, model, assigned location number, 
designated program, and other information as 
determined by the District within 48 hours of 
delivery Provide complete Proof of Delivery

confirmed

Archangel employs a team of account 
managers whose role includes 
working together with government 
entities, such as school districts, in 
documenting all information requested 
in the desired formatting of the

Yes Included Included


